
HOME VENTILATION SYSTEMS

Firmware Version 3.7

User Manual
Your guide to a healthier home



Warning

- This appliance is not intended for use by persons (including children) with reduced physical, sensory or  
 mental capabilities, or lack of experience and knowledge, unless they have been given supervision or  
 instruction concerning use of the appliance by a person responsible for their safety.
- Children should be supervised to ensure that they do not play with the appliance.
- Isolate the mains supply before attempting to replace the system’s air filter.
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1) For more information about SmartVent seasonal upgrades, contact 0800 140 150 or email enquiry@smartvent.co.nz

How The System Works

Some features covered in this instruction manual are only available when installed and activated. Contact 
SmartVent for more information if you are interested in adding additional features to your system.

The SmartVent Positive+ System

 SmartVent Positive+ is a positive pressure system which uses air taken from the roof cavity to   
 ventilate your home.

Seasonal Upgrades 1)

 Summer Feature
 Adds outside air as second air source for continued quality ventilation in warmer months   
 supplying outdoor air when the roof cavity temperature exceeds that of the outside air.

 Heat Transfer
 To draw excess heat from your heated lounge and transfer it to bedrooms. Includes a
 recycle function where inside air can be recirculated if the outside air temperature is
 too cold to bring in as part of the primary ventilation process.

 Tempering Heater
 To help take the chill off incoming air (not a home heating solution).

When seasonal upgrades are added, your system can offer greater options in how it operates. 

The options can override or influence one another as in the following examples. 

Example: When the environment in your home meets your chosen heat transfer condition the ventilation and 

tempering heater functions deactivate.

Example: When the system is ventilating and conditions are met for the heater to turn on, the speed of the fan 
will be influenced by the heater function.
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Home Screen Icons

Yellow highlight 
indicates icon 
is flashing

Green highlight 
indicates button(s) 
to push

Button Functions

 Power OFF/ON or discard selections and return to Home Screen

 From Home Screen enter setting screen or return to previous setting option

 Scroll through setting options and change setting values

 Save setting selection and go to next setting option

Screen Highlights

System Fan Speed
Ventilation Mode 1)

Air Source Indicator
Heat Transfer ON 2)

Tempering Heater ON 2)

Recycle ON
Temperature Sensing ON
Dew Control Mode ON 
Dew Point Temperature 
Home and Power
Settings
Up
Select
Down
Set 3)

Fresh Air Temperature 3) or 
Fresh Air Relative Humidity 4) 
Current Room Temperature or
Current Room Relative Humidity 5) 

Key Lock ON
Rental Mode ON 6)

COMs 7)

Alert 8) 
Time 9)

Scheduler Period and Day

1) Ventilation mode selections are AUTO or MAN (manual)
2) Only displayed if the seasonal upgrade is installed
3) The SET icon will appear when the temperature is being changed and the
 progressive  temperature changes being made will be displayed instead of  
 the Fresh Air temperature
4) Relative Humidity value is showing if the °C symbol is not displayed
5) Relative Humidity value is showing if the percentage % symbol is displayed  
 instead of the °C symbol.
6) When RENTAL mode is ON, user cannot switch system OFF 
7)  Flashes when communicating with ceiling controller
8) When an electronic fault in the system occurs, the alert icon will appear and  
 the applicable error code(s) will be displayed instead of the time 
9) Time is displayed in a 24 hour clock format
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Modes

Auto Operation and Temperature (TEMP) Setting
Your SmartVent Positive+ system can choose where to draw air from and at what speed depending on the Dew 
Point, and then the indoor and outdoor air temperatures, when in AUTO. If the system is in either BOOST or 
RECYCLE modes, the fan will, instead, operate at the speeds set for those particular modes.

You select the SET temperature you want it to be in the home (ie. 22°C (default)) and the system will work on the 
best air source to achieve your SET temperature 1).

For example, if you set your system to 20°C while the current house temperature is 18.3°C, the control system 
measures the incoming air temperature and alters the fan speed to suit. If the incoming air temperature is 
20°C or higher, the fan will operate at a high speed to use the free heat to try and increase the overall house 
temperature. If lower than 20°C, the fan speed would decrease to reduce the cooling effect 2). 

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to VENTILATION mode

- Press SELECT  to enter VENTILATION mode then UP  , or DOWN  , to toggle to AUTO operation and   
 follow the guide below to complete the setting of the SET temperature.

- Alternately, if already in ON and on the Home Screen, press SELECT  to toggle directly to AUTO operation   
 and follow the same guide below to adjust the temperature setting.

1) Your system is not a heating or cooling device. This parameter is designed to reduce nuisance over-heating or over-cooling of your home.
2) Additional features are available when low temperatures are present. See HEAT TRANSFER, TEMPERING HEATER and RECYCLE modes.

Confirm
AUTO

 operation
Select
TEMP
value

Go to
TEMP
value

Save all
settings

Go to
Home
Screen
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Modes

Manual (MAN) Operation and System Fan Speed and Air Source Settings
Your SmartVent Positive+ system allows manual control of the fan speed and air source if required. Fan speed 
will remain constant at the speed set.

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to VENTILATION mode

- Press SELECT  to enter VENTILATION mode and then UP  , or DOWN  , to toggle to MAN operation and  
 follow the guide below to complete the setting of the system fan speed and the selection of the air source.

- Alternately, if already in ON and on the Home Screen, press SELECT  to toggle to MAN operation and   
 follow the same guide below to change the system fan speed.

Go to
AIR SOURCE

value

Confirm
FAN SPEED

value

Select
FAN SPEED

value
Go to

FAN SPEED
value

Confirm
MAN

 operation

Select
AIR SOURCE

valueGo to
Home 
Screen

Save all
settings
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Key Lock Setting

When Key Lock is ON, system settings cannot be changed 

- Press UP  and DOWN   together for 3 seconds, until the KEY LOCK  icon is displayed, to confirm that   
 the system is locked.

- Press UP  and DOWN   together for 3 seconds, until the KEY LOCK  icon is not displayed, to confirm   
 that the system is unlocked.

Modes

Boost 

BOOST enables you to immediately override fan speed settings and boost fan speed to maximum.

- On the Home Screen, press SELECT  for 3 seconds and system’s fan will boost to maximum speed. 

- In BOOST mode, the time segments will become a count down to the end of the BOOST mode. 

- A quick tap of SELECT  on the Home Screen will exit BOOST mode.

Tap to Exit3 seconds

Recycle

RECYCLE is designed for environments where extremes of temperature are common. When your system is in 
VENTILATION mode and the roof cavity temperature exceeds the maximum roof cavity temperature (30ºC) setting, 
or goes below the minimum roof cavity temperature (5ºC) setting, your SmartVent system will limit the amount of 
air entering your home.

If HEAT TRANSFER is installed, the RECYCLE  icon will be displayed to indicate that your system is in RECYCLE 
mode recycling indoor air to help reduce condensation build-up. In RECYCLE mode the fan will operate at the 
Recycle speed you set in the Recycle setting (default = OFF). Recycle temperature settings (004 and 005) can be 
adjusted in the Advanced Setting Menu on page 13. 

If a HEAT TRANSFER kit is not installed, it is recommended that Recycle speed is set to OFF.

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to RECYCLE mode and
 follow the guide below to complete.

RECYCLE mode may need to be activated. See Installation Instructions for details.

Select
FAN SPEED

value
Go to

FAN SPEED
setting

Save all
settings

Go to
Home
Screen
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Heat Transfer

When HEAT TRANSFER is ON, the fan speed will be low when the lounge temperature exceeds the SET 
temperature, and it will gradually speed up as your lounge gets warmer.

HEAT TRANSFER mode has priority over VENTILATION mode. To ensure your home stays regularly ventilated, we 
recommend you use the timer function to turn HEAT TRANSFER OFF during the day, the middle of the night and 
early morning. We also recommend HEAT TRANSFER is set to ON in the evening.

OFF Mode
HEAT TRANSFER mode is OFF.

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to HEAT TRANSFER mode

- Press SELECT  to enter HEAT TRANSFER mode

- Press UP  , or DOWN  , to toggle to OFF and press SELECT    to save 

ON Mode and Temperature (TEMP) Setting
HEAT TRANSFER starts when the lounge temperature is higher than the temperature you choose. SET is the 
minimum temperature you want in your lounge before your system commences transferring heat. The SmartVent 
Positive+ touch screen controller, with a built-in thermostat, must be located in the heat source room for it to be 
effective.

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to HEAT TRANSFER mode

- Press SELECT  to enter HEAT TRANSFER mode

- Press UP  , or DOWN  , to toggle to ON and follow the guide below to complete

SCHEDULER Mode 
HEAT TRANSFER can be set to work to a schedule which enables you to make the most of your HEAT TRANSFER 
feature. We recommend you use the timer function to turn HEAT TRANSFER OFF during the day, the middle of the 
night and early morning. We also recommend HEAT TRANSFER is set to ON in the evening.

See Scheduler Settings for detail on how to set up the scheduled times on pages 11 and 12.

Confirm
ON

setting
Select
TEMP
value

Go to
TEMP
value

Save all
settings

Go to
Home
Screen
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Tempering Heater 

Your TEMPERING HEATER works with VENTILATION mode to take the chill off incoming air. When the TEMPERING 
HEATER is active, the fans will run at medium speed. The TEMPERING HEATER is not designed to warm your 
home, however, it will take the chill off the incoming air.

OFF Mode
TEMPERING HEATER is OFF.

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to TEMPERING HEATER   
 mode

- Press SELECT  to enter TEMPERING HEATER mode

- Press UP  , or DOWN  , to toggle to OFF and press SELECT    to save 

ON Mode and Temperature (TEMP) Setting

The TEMPERING HEATER turns ON when the fresh air temperature is cooler than the SET temperature.

- On the Home Screen, press SETTINGS   and then UP  , or DOWN  , to toggle to TEMPERING HEATER   
 mode

- Press SELECT  to enter TEMPERING HEATER mode

- Press UP  , or DOWN  , to toggle to ON and follow the guide below to complete

SCHEDULER Mode 
TEMPERING HEATER can be set to work to a schedule which can reduce the running cost of your TEMPERING 
HEATER. We recommend you use the timer function to turn your TEMPERING HEATER OFF during the day and 
evening, and set to ON overnight and early morning. 

TEMPERING HEATER will be disabled if HEAT TRANSFER is operating.

See Scheduler Settings for detail on how to set up the scheduled times on pages 11 and 12 

Confirm
ON

setting
Select
TEMP
value

Go to
TEMP
value

Save all
settings

Go to
Home
Screen
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Home Screen Display Options

The default Home Screen displays the Current Temperature in the roof cavity and the room. The standard Home 
Screen can. however, be easily changed to display Relative Humidity instead by following the guide below. 
Using the guide below, the preferred standard Home Screen selection can be made by cycling through Current 
Temperature, Relative Humidity loop.

Relative Humidity Home Screen
The standard Home Screen can be changed to display the current Relative Humidity percentages in the roof cavity 
and the room at any time.

- On the Home Screen, press UP  , or DOWN  , for 3 seconds to change the standard Home Screen display  
 from Current Temperature values to the Relative Humidity percentages in both the roof cavity and the room

- Relative Humidity percentages will remain as the standard Home Screen display until changed to Current   
 Temperature. 

Press UP or DOWN
 for 3 secs to go to

HUMIDITY
screen
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System Time-Date Settings

System Time-Date Settings must be entered before system functions, such as scheduled start times for HEAT 
TRANSFER and TEMPERING HEATER (if installed), can be set.

- On the Home Screen, press SETTINGS  for 3 seconds to enter Time-Date Settings and follow the guide   
 below to complete 

 NOTE: Settings shown are examples only

- Press HOME  at any stage to exit and enter Scheduler Settings

- Press SETTINGS  at any stage to return to the previous screen

Select
MONTH
value

Go to
DAY DATE

value

Select
DAY DATE

value

Save all
TIME-DATE

settings

Go to
SCHEDULER

settings

Select
DAY
value

Go to
YEAR
value

Confirm
DAY
value

Select
HOUR
value

Go to
MINUTE
value

Confirm
HOUR
value

Confirm
MONTH
value

Select
MINUTE
value

Go to
DAY
value

Confirm
MINUTE
value

Select
YEAR
value

Go to
MONTH
value

Confirm
YEAR
value
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System Operating Settings

Scheduler Settings
Setting the Scheduler is only necessary if you want HEAT TRANSFER or TEMPERING HEATER to operate for  
predetermined times during each of the four periods available every 24 hours. Each period of time starts with the 
scheduled start time for that period and ends at the start time for the next scheduled period.

Scheduler can be used with HEAT TRANSFER and TEMPERING HEATER seasonal upgrades and the period time 
settings are common to both if installed. VENTILATION and TEMPERING HEATER functions will be disabled if HEAT 
TRANSFER is operating.

- On the Home Screen, press SETTINGS  for 3 seconds then press HOME  to enter Scheduler Settings and   
 follow the guide below to complete

 NOTE: Settings shown are examples only

- Press HOME  at any stage to exit Scheduler Settings and return to the Home Screen

- Press SETTINGS  at any stage to return to the previous screen

Period 1 Period 2 Period 3 Period 4

Go to
MINUTE
value

Select
MINUTE
value

Go to
PERIOD 2

Select
HOUR
value

Go to
MINUTE
value

Select
MINUTE
value

Go to
PERIOD 3

Select
HOUR
value

Go to
MINUTE
value

Select
MINUTE
value

Go to
PERIOD 4

Select
HOUR
value

Go to
MINUTE
value

Select
MINUTE
value

Go to
Home
Screen

Select
HOUR
value

Confirm
HOUR
value

Confirm all
PERIOD 1
settings

Confirm
HOUR
value

Confirm all
PERIOD 2
settings

Confirm
HOUR
value

Confirm all
PERIOD 3
settings

Confirm
HOUR
value

Save all
PERIOD 1-4

settings
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Press for
3 seconds

Save
ADVANCED 
SETTINGS

Turn
System

OFF

Enter
ADVANCED
SETTINGS

Select
Setting
 VALUE

Turn
System

ON

Select
Setting

 NUMBER

Go to
Setting 
VALUE

Confirm
Setting

 NUMBER

Enter
ADVANCED
SETTINGS

Advanced Settings

Advanced Setting Selection
Advance Settings enable you to change your SmartVent Positive+ system settings at any time to ensure you gain 
maximum benefit of comfortable living conditions in a healthy home. Access to Advanced Settings is disabled 
when RENTAL mode is ON.

Turn
System

OFF

Exit
Menu
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Advanced Settings

Advanced Setting Menu

SETTING DESCRIPTION RANGE DEFAULT NOTE
000 Touch Screen Controller - Firmware Version N/A N/A
001 Ceiling Controller - Hardware Version N/A N/A
002 Ceiling Controller - Firmware Version N/A N/A
003 Ceiling Controller - Macro Version N/A N/A
004 Recycle Temperature - Maximum 20°C - 50°C 30°C 1
005 Recycle Temperature - Minimum 0°C - 20°C 5°C 1
006 Temperature Set - Threshold 0°C - 5°C 1°C
007 Temperature Set - Differential 0°C - 20°C 5°C
008 Heat Transfer Speed - High 0°C - 15°C 5°C
009 Heat Transfer Speed - Medium 0°C - 15°C 2°C
010 Dew Point - High 0°C - 15°C 5°C
011 Dew Point - Control Level 0°C - 5°C 1°C
012 Dew Point - Start -5°C - 5°C 0°C
013 Filter Used Percentage 0 – 100% 0%

014 Reserved N/A N/A
015 Temperature - Room -5°C - 5°C -0.5°C 2
016 Screen Brightness - Maximum 0-100% 80%
017 Screen Brightness - Minimum 0-100% 10%
018 Boost Time 0 min – 60 min 20 min
019 Filter Reset 0 - 100 0 3

1. If RECYCLE    is enabled and the roof cavity sensor reading goes above the maximum recyle temperature setting or goes below the minimum recycle 

temperature setting, then recycle mode will activate.

2. If your roof cavity or room temperature readings are inaccurate, use these settings to calibrate them.

3. To reset the filter change 019 setting value to 10 and press SELECT  .
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CODE DESCRIPTION ACTION

E030
Communication error between the 
touch screen controller and the 
ceiling controller

Ensure the connection between the touch screen controller 
and the ceiling controller is correct and secure, and that the 
cable is not damaged

0001 Clock error Change the time on the touch screen controller

1180 Roof cavity sensor com failure Ensure the connection between the sensor and the ceiling 
controller is secure, and that the cable is not damaged1280 Lounge sensor com failure

1x80 Wrong port connection Reboot the ceiling controller

Filter change required
Replace filter and reset filter by changing Advanced Setting 
019 to 10 and pressing SELECT to confirm

Troubleshooting

An ALERT  icon and an error code will appear on the Home Screen when there 
is an electronic fault in the system. 

If there are multiple faults the error codes will cycle to the next code periodically.

Contact SmartVent for assistance if error codes not listed above appear or the 
actions above do not clear the errors.
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Troubleshooting

There is condensation forming on my windows 
1 Check that VENTILATION mode is set to AUTO
2 If HEAT TRANSFER is installed, ensure the scheduler is utilised to allow periods dedicated to ventilating your  
 home. See HEAT TRANSFER section on page 7 for additional information.
3 Test if air is coming out of the diffusers. If not then follow There is no air coming out my diffusers steps below.
4 To increase the velocity of air coming into the room, reduce the diffuser opening to 5-10mm.

There is no air coming out my diffusers
1 Check that the touch screen controller is powered ON.
2 Perform a manual test: 

- Set HEAT TRANSFER and TEMPERING HEATER modes to OFF
- Check RECYCLE mode is OFF. If it is ON then adjust your Recycle Temperatures to turn RECYCLE mode OFF

(see SETTINGS 004 and 005).
- Set VENTILATION mode to MANUAL
- Cycle through the fan speeds and check for air coming out of your diffusers
- Make sure you check EVERY diffuser in the house
- Return your system back to its original settings.

3 If there is no air coming out of at least one of your diffusers during the test, report results to your installer.

My house feels colder with this system installed
1 Check your set temperature value in the VENTILATION settings.
2 Ventilation system brings in air from either the roof cavity or outside to improve the indoor air quality. This air  

can sometimes be cooler than your desired indoor temperature. This is normal.

My house is too hot
1 SmartVent systems are designed to provide ventilation to the home. Being able to cool the home down to a  

comfortable temperature in extreme temperatures is not guaranteed.

The scheduler is not switching at the right time
1 The system has up to a 5 minute delay between switching states.
2 Check that your system clock time is correct. The system clock needs to be updated manually when daylight  

saving begins and ends.
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Maintenance

Filter Replacement
The filter will require replacing when the ERROR CODE  is displayed. 

- When replacing with a filter of the same type, go to FILTER RESET (setting 019) to reset the filter.

- Contact SmartVent on 0800 140 150 for more information on the other filter types available and the
replacement of your current filter type if required.

- The  alert will still be displayed if the filter is not installed correctly.  

FILTER TYPE PRODUCT CODE TYPICAL LIFE

F7 DCT2093 12 months

F7 Carbon DCT2277 6 months

HEPA Carbon DCT2278 6 months
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Specifications are subject to change without notice

Technical Specifications

TOUCH SCREEN CONTROLLER V3.7

Temperature Range 5-35ºC adjustable

Display Resolution 0.1ºC

Operating Voltage/Frequency 220-240V AC, 50Hz

Switching Voltage 240V AC Max

Switching Current 3A max resistive load

Sensing Element Thermistor

Operating Temperature 0 to 40ºC

Operating Humidity 5-90% non condensing

Live Output Isolation Relay

Output Control Relay / 0-10V DC

Display 3.5” digital LCD touch screen

Approval All relevant AS/NZS standards

EMC Approval All relevant AS/NZS standards



Contact:  0800 140 150 
enquiry@smartvent.co.nz

Distributed by Simx Limited

PO Box 14347, Panmure, Auckland, New Zealand. 

Technical Support (09) 259 1662   |  e: sales@simx.co.nz  |  w: www.simx.co.nz  PUB1626 2312



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


